Instyle V Next series

Fan-assisted wood burning fires
...that feels good!
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Our new collection of fan-assisted wood fire inserts comply
with Ecodesign 2022 regulations for low emissions and high
efficiency. If you would like to replace your old, inefficient
fireplace, then consider the Dik Geurts range of standard
or fan-assisted wood burning fires and stoves.

We have produced a leaflet and video explaining how you can
get the greatestvalue from your wood burning fire or stove.
As well as the quality of the appliance, it is equally important
to have itinstalled by a fully qualified heating engineer and to
carefully manage the preparation of the wood and the
operation of your fire.

Scan this QR code to see
our Burning Green video.
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Instyle 600V Next
+ Classic Line 45 Frame
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Instyle 700V Next
Efficiency 81.6%
WxDxH 515 mm
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Instyle 700V Next
+ Classic Line 45 Frame

Instyle 800V Next
Efficiency 7 0
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Instyle 800V Next
+Classic Line 45 Frame

With the right combination of materials and expertise, your new

wood fire insert can be installed quickly and easily. Whether it
is for a fireplace renovation or a completely new construction,
here are the essential steps:

Connection options

Connection piece for
flexible or rigid pipe.

Connection piece for
rejuvenated pipe.

* Connectable from
the inside of the fire
* Reducerwith
3 screw holes
* Dimensions:
@150 mm, @ 180 mm

* Reducer with
Jscrew holes

* Dimensions:
@ 150 mm, @ 180 mm

Mt

Classic Line 4S

solid, 40 mm all around

1. Connection without drain material to an existing chimney flue

Build in frame
solid, 3 mm all around

2. Connection with flexible or fixed pipe (Linerkit Pro)
3. Connection with rejuvenated pipe [Connection piece]

Accessories

Kit for external
air connection.

= Suitable for fully
insulated houses

* For rear and bottom
connection

= Dimensions: @ 80 mm

Connecting rings
(2 pieces] for mounting
on the convection holes.

* For more heating power
= Dimensions: @ 125 mm
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